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   No        Name of Parts No Name of Parts

 1 LID 8 SEALING  

2 REGISTER 9 BODY CASING

3 COVER 10 STRAINER

4 HEAD RING 11 LOWER CASING

5 ANTI FRAUD 12 PIVOT

6 PRESSURE PLATE 13 VANE WHEEL

7 MAGNET PROTECTION RING 14 COUPLING

Name of Part

Dimensions มิติ (mm.)

Model Size A B C ISO 228 thread on body ISO 7-1 thread on coupling

GMK15-H R80 1/2" 165    67.6 23  G 3/4 ” 1/2 "

Accuracy & Pressure Drop Curve              

GMK15-H R80

GMK15-H R80



ผลิตภัณฑ์ซันวา

คุุณสมบัติพิิเศษ
• เครื่่�องบัันทึึกตััวเลขแสดงปรื่ิมาตัรื่นำ�า  ปรื่ะกอบัด้วย เฟือืงและวงล้อ 
แสดงตััวเลขได้รื่ับัการื่ผนึกทึ่�มิดชิิด นำ�าหรื่่อสิ�งอ่�นไม่สามารื่ถเล็ดลอด
เข้าไป ได้ หมดปัญหาเก่�ยวกับัรื่อยด่างบันแผงหน้าปัดและความฝืืดใน
ส่วนแสดงตััวเลขโดยสิ�นเชิิง
• ม่รื่ะบับัป้องกันการื่รื่บักวนจากแม่เหล็กภายนอก  ทึำาให้ส่วนแสดง
ตััวเลขสามารื่ถแสดงค่าทึ่�เทึ่�ยงตัรื่ง ถูกตั้องและแม่นยำา
• ใบัพััดทึำาจากวสัดนุำ�าหนกัเบัา  โดยมแ่มเ่หลก็ตัดิตัั�งอยูท่ึ่�ส่วนปลายแกน 
จะไปบัังคับัให้แม่เหล็กในส่วนแสดงตััวเลขให้หมุนตัาม ในส่วนวัด
ปรื่ิมาตัรื่นำ�า  นั�นม่เพ่ัยงส่วนใบัพััดเทึ่านั�นทึ่�สามารื่ถเคล่�อนทึ่�ได้
• ม่ส่วนแสดงตััวเลขบัอกปรื่ิมาตัรื่นำ�า  ละเอ่ยดในแนวเด่ยวกัน จึง
สามารื่ถอ่านปรื่ิมาตัรื่นำ�าได้ง่ายและแม่นยำา
• ไมม่ส่่วนท่ึ�ทึำาใหเ้กดิความฝืดื จงึสามารื่ถวดัปรื่มิาตัรื่นำ�าไดอ้ยา่งแม่นยำา 
แม้ในกรื่ณี่ทึ่�อัตัรื่าการื่ไหลของนำ�าค่อนข้างตัำ�า
•  Pilot Star อยู่ตัรื่งกลางของหน้าปัทึม์ ชิ่วยให้ทึรื่าบัถึงการื่ทึำางาน
ของ มาตัรื่วดันำ�าและยงัใชิใ้นการื่สังเกตัวา่มก่ารื่รื่ั�วของทึอ่นำ�าไดอ้ก่ดว้ย
•  การื่บัำารืุ่งรื่ักษาง่าย ส่วนแสดงตััวเลขและใบัพััดสามารื่ถเปล่�ยนได้ใน
รื่าคาย่อมเยา

Water Meter GMK
The “GMK” Model Water Meters fall under the group of Inferential Meters and has complete dry-dial, direct magnetic-drive , straight 
line reading and multi jet principle. The water enters into the Meter through the inlet pipe and properly designed. Strainer, and affects 
its action upon the Vane Wheel. The particular advantage of this Meter is the Magnetic transmission directly from the vane wheel 
to the register hermetically sealed, the register is thus completely isolated from the water , and is incorporated in a dry dial and is 
provided with magnet protection ring.
Important Advantages
The hermetically sealed register complete which contains gears and counter wheel is completely isolated from water. Seizure of 
the gears, staining of the dial plate, and condensation in the counter case are completely avoided. This means that there is greater 
advantages of operating safety, longer life, longer periods between servicing, and hence minimum operating costs. Magnet protection 
ring is provided. magnet drive is protected by magnet protection ring so that magnet drive can not be badly influenced and stopped 
by another magnet from outside of this Meter. No moving parts in water, except vane wheel. The vane wheel is light in weight and rest 
on the pivot of stainless steel, and offers the magnetic operation. In repairing, the vane wheel is easily changed at the lowest cost.
Straight Line Reading allows the flow quantity to be read from one liter by digit. This means that the flow quantity is precisely and 
easily read from the smallest volume units without mistake. Sensitivity at the low flow. GMK meters are designed to provide with best 
sensitivity at the flow rate and with precise accuracy that is preserved for long period, as the stuffing box and gland friction have 
been omitted. Pilot Star is provided. Pilot star in the center of the dial plate is directly coupled with vane wheel; it serves to make a 
quick check of the flow sensitivity, and helps to detect the leakage in the water supply tube. Easy to maintain at the lowest cost. The 
Register and Vane Wheel are an interchangeable unit at the lowest cost. Frost Protection Ring can be provided as required. When 
subjected to extreme pressure through water freezing, the ring shears. thus the register can slide easily upwards through the head case.

MODEL GMK 15-H R80

Max. flow rate 1 hr/day (Q4 - m3/h) 3.125

Pressure loss at permanent flow rate (bar) < 0.63

Permanent flow rate (Q3 - m3/h) 2.5

Transition flow rate (Q2 - m3/h) 0.05

Min. flow (Q1 - m3/h) 0.03125

Starting flow rate (l/h) 10

Measurement range, R (Q3/Q1) R80

Verification scale interval (Litre) 0.02

Max. digital registration (m3) 9,999

Overall length with coupling (mm.) 250

Technical Data 

• Body material: DZR Brass
• Water temperature range: 5C - 60C
• Operating water pressure: up to 10 bar (kg/cm2)

ม.

15 mm

Q3 : 2.5 m /h3
Class 2

Q3/Q1 : R80 H
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